EXISTING INSULATION

EXISTING PERLINS
@ 247t 0.C.

EXISTING OVERHEAD DOOR
OPENER AND SUPPORT RODS

\———— EXISTING SIDE WALL OBSTRUCTIONS
INCLUDING OVERHEAD DOOR TRACK
SUPPORTS, SPRING SUPPORTS,
CONDUIT, ETC. MAY REMAIN IN
PLACE. CONTRACTOR MAY BOX
AROUND ANY BRACKETS.

EXISTING SECTION

SCALE: 1/4” = 1'-0"

REMOVE EXISTING INSULATION
ABOVE DROP CEILING HEIGHT.
DISPOSE OF OFF SITE.

NEW INSULATION ABOVE
DROP CEILING. (2) LAYERS.

CONTRACTOR TO RELOCATE ALL
ITEMS THAT MAY BE CONCEALED
ABOVE NEW DROP CEILING. ITEMS

INSTALLATION OF

16" x 24" PRE-FINISHED
GABLE END LOUVER

TO INCLUDE NECESSARY
MASONRY DEMOLITION.
TYPICAL @ EACH END.

A\
\ ISTING STUB BRACING |
EXISTING TIMBER TRUSS EXIS

@ 15'-0" 0.C.

PRODUCTS

INSULATION — 6-1/4" THICK, UNFACED GLASS FIBER THERMAL BATT INSULATION.
THE FIRST LAYER LAID BETWEEN THE CEILING JOISTS, THE SECOND LAYER LAID
PERPENDICULAR ACROSS THE TOP OF THE JOISTS. EQUAL TO OWENS—CORNING
FIBERGLASS CORPORATION, TOLEDO, OHIO 43659

INTERIOR METAL LINER PANEL — MINIMUM 29 GAUGE METAL THICKNESS, RIBBED
WALL PANELS, LAPPED EDGES, FACTORY PAINTED WHITE, SECURED WITH SCREWS
COLOR TO MATCH PANELS.

PROVIDE 14" VENTILATION TURBINES
- @ 20'-0" 0.C. PLACE FIRST TURBINE
10'-0" FROM ROOF EDGE. PLACE ALL
TURBINES ON BACK SIDE OF ROOF.

VENTILATION TURBINES — EQUAL TO LOMANCO BIB INTERNALLY BRACED, WITH
PERMANENTLY LUBRICATED UPPER AND LOWER BALL BEARINGS THAT ENSURE
LONG LIFE AND NO MAINTENANCE, ALL-ALUMINUM RUST-FREE CONSTRUCTION,
AND VARIABLE PITCH ADJUSTABLE BASE. COLOR, FROM MANUFACTURER'S

244 JOIST BRACES CONNECTED STANDARD COLORS, TO MATCH ROOFING.

TO EXISTING PERLINS AT THIRD
POINTS OF JOIST SPAN.

2x4 CEILING JOISTS, ANGLE CUT
TO FIT BETWEEN EXISTING PERLINS

»
TR T RN a PR RN E T e eI e rrrrrrerorerereerereeerererererese @ 16" 0.C.

INCLUDE BUT ARE NOT LIMITED
TO UNIT HEATERS, ELECTRICAL

EXISTING INSULATION TO REMAIN

CONDUIT, LIGHTING FIXTURES, ETC.

NEW METAL LINER

DROP CEILING HEIGHT TO MATCH THROUGH THIS SECTION.
EXISTING CEILING HEIGHT IN

ADJACENT BAYS, OR JUST ABOVE

EﬁgrwAGLLBOv)J(HchAﬁEV?REélTvEERs%HE CUT METAL PANELS AROUND

CREATEST HEADROOM CLEARANCE. EXISTING TRUSS WEBS

PROPOSED SECTION

SCALE: 1/4" = 1’0"

DOOR OPENER SUPPORTS, OR

PANELS, SECURE
WITH SCREW TYPE
CONNECTORS.
A —— T,
~
f™~——CONTRACTOR MAY USE CONTRACTOR TO FURNISH ALL

METAL LINER PANELS J-CHANNEL, FLASHING, AND

AND/OR SHEET FLAT TRIM REQUIRED TO PROVIDE A

STOCK AT SIDE WALLS. NEAT, CLEAN APPEARANCE cut
AROUND ALL OBSTRUCTIONS.

CONTRACTOR MAY PROVIDE NEW
ATTACHMENTS FOR OVERHEAD

PANELS AROUND EXISTING.
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